[image: image1.jpg]LIMITED ONE YEAR WARRANTY

SEAWARD PROBUGTS warrants tha products dellverea wil ba A. ree from (1)
encumbrances and (2) defects in material and workmanship under the normal use
and service, and 5. wil meet appiicable specifications and descriptions at time of
delivery to BUYER.

“The abligation of SEAWARD under this Warranty ' imited 1o the repai, rework,
or replacement, at SEAWARD'S option, any part or component thereof, which
‘examination discloses to our satisfaction 1o have boen nonconforming or defectve
SEAWARD, after estabiishing customer's purchase date and determining problem
10 be under warranty. will either repar the product at their factory or authorized
senvice center and allow labor and parts for (1) one year from purchase date.
Transportation charges are the responsibiity of the customer. Gonditions not
overed under warranty are (1) Cormosion duefo slectrolysis (2) Cracking ofthe fank
due to freezing water (3) Routine Maintenance that may be required.

“The foregoing Warranty and condition shall apply to any repaired, reworked, or
replaced products. part or component supplied by SEAWARD. SEAWARD shalin
noeventbeliableto BUYER or BUYER'S customers for anyincidentalor conssquential
‘Gamages, or 0ss of use, or other losses, nowever occasioned.

Impliod Warranties of merchantabilty and of the fitness of the product for any
purpose are warranted for a period of oo year on parts and abor, SEAWARD makes.
o warranties, expressed or implied after that time,

‘Some states do not allow imitation on how ong an impiied warranty lasts orfor
the excusion or limitations of ncidental or consequential damages, therefore, the
above limitations may not apply to you.

This Warranty is extended 1o the original purchaser only, unless purchased for
purposes of resale. This Warranty gives you speciic legal rights, and you may also
ave other rights which vary from state 1o state.

Seaward rroaucrs

REPAIR PARTS

Repair parts sted herein may be orderedthrough Seaward Products, Seaward Disrbutorsand
Dealers, or Dealer's Authorized Service Genters. Al parts wil be shipped at pevaling prces.

‘Wnen ordering repair parts. pleass give th following information: 1, The Part Number,

2 Tho Part Deccripion. 3 The Model Number of the Water Heater, 4. The Serial Number

of the Water Hoater. The Modol Number and the Serial Number of the Water Haater wil be
found on the rating piate located on the front panel. For the Authorized Service Center
nearest you, please contact Seaward Products.

CUSTOMER SERVICE

Seaward rroducts

3721 CAPITOL AVENUE

WHITTIER, CA 90601-1732

PHONE: (562) 699-7997 « FAX: (562) 699-0908
INTERNET: www.seawardproducts.com

73518-299 SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE

Sea war d Products

WATER HEATERS

OWNER'S MANUAL

FOR ELECTRIC
HEAT EXCHANGER
WATER HEATERS

MODELS:
$600, S650, S700, S750
$1100, S1150, S1200, S1250
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WARNING: When using electrical appliances, basic safety
precautions to reduce the risk of fire, electric shock, or injury to
persons should be followed, including:

1. READ ALL INSTRUCTIONS BEFORE USING THIS WATER
HEATER. .

2. This water heater must be grounded. Connect only to properly
grounded outlet. See “GROUNDING INSTRUGTIONS' found on
Page 4, ltem 7.

3. Install or locate this water heater only in accordance with the
provided installation instructions.

4. Use this water heateronly for its intended use as described in this
manual.

5. Do no use an extension cord set with this water heater. If no
receptacle is available adjacent to the water heater, contact a
qualified electrician to have one properly installed.

6. Aswithany appliance, close supervision is necessary when used
by children.

7. Do not operate this water heater if it has a damaged cord or plug,
ifit is not working properly, o it has been damaged or dropped.

8. This water heater should be serviced only by qualified service
personnel. Contact nearest authorized service facilty for exami-
nation, repair, or adjustment

WARNING:
This Water Heater is equipped with a heat exchanger. Extended
engine coolant circulation through the heater may resuit in exces-
sively hot water.

This water heater tank and heat exchanger is made of aluminum.
Some engine manufacturers recommend that the cooling system be-
flushed periodically. Caustic chemicals are commonly used. Do not
flush caustic chemicals (such as Nalcool) through your system with
the heat exchanger hooked up or damage Will occur to heater.

Ifflushing is required by your engine manufacturer, you must isolate
heater from this process. After system flushing is complete and
neutralized, you canthen re-plumb heater. Make sure recommended
automotivetype premixed ethylene glycol coolants suchas Prestone,
Xerex, or Peak are used for replacement. Damage that occurs 1o
Heater due to chemical reaction by caustic chemicals is not under

warranty. i

CAUTION:

Hydrogen gas can be produced in a hot water system served by
these heaters that have not been used for a long period of time
(generally 2 weeks or more.) Hydrogen gas is extremely flammable.
Toreduce the risk of injury under these conditions, itis recommended
thatthe hot water faucet be opened for several minutes at the kitchen
sink before using any electrical appliance connected to the hot water
system. If hydrogen is present, there will probably be an unusual
sound such as air escaping through the pipe as the water begins to
flow. There should be no smoking or open flame near the faucet at
the time it is open.

Small amounts of electric currents may move to your boat through
your shore cord, causing galvanic damage to your water heater. To
help prevent possible damage, a galvanic isolator is recommended.
Galvanic corrosion jg not covered under warranty.
NOTICE:

This temperature/pressure valve may weep during initial operation.
‘This is normal. The valve will seat itself with use. A drain hose should
be installed at this valve directed into bilge.

OPERATING INSTRUCTIONS
1.Fill water system and completely filltank.
2.Locate and turn remote electrical switch to “ON".
3. Tum switch to "OFF” position prior to draining water system.
4.The temperature/pressure valve may weep during initial
operation. This is normal. The valve will seat itself with use.
NOTE: Do not operate heater without element being submerged in

water.
MAINTENANCE

1. Check heat exchanger lines for leaks at regular intervals. A leak in
the system will cause coolant loss and may damage engine.

2.Flush tank periodically.

3. Drain tank if subjected to temperatures less than 32°F, to prevent
freezing and possible damage. To ensure tank has been drained
as much as possible, be sure to relieve internal tank vacuum by
cracking open T & P valve. (See item 2 in exploded view.)

If you winterize your fresh water system, you still should drain as
muchliquid out of the heater as possible. (See draining procedure

above.)
CAUTION:
If heater has been run without water and now fails to work, push
electric reset button high limit swilch under wire access cover before
calling for service. 5
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TUBING

HOSE CLAMP SAE J530
/TYPE E OR EQUIV.

i LD. DIA, HOSE
SAZ 2 0R 3 OR EQUIV,

INSTALLATION

NOTE: DO NOT INSTALL THE WATER HEATER ON IT'S SIDE
OR UP SIDE DOWN.
1. Locate water heater at engine level as close to engine as possible.

2. Secure mounting brackets tostructure with eight #12minimum screws
or 1/4-20 minimum cap screws and nuts.

3. Connect cold water supply and hot water outlet to heater as marked,
/2 N.P.T. fitlings.

4. Connectheat exchanger system described in figure above. Make sure
Goolant system is completely purged of air and full of coolant before
operating.

5. Pressure temperature relief valve is factory installed. The pressure
relief shall fimit the pressure to 127.5 PS| (879.3 KPA) minimum, 150
PSI (1034.2 KPA) maximum.

The valve must be oriented, provided with tubing, or otherwise
installed 5o that discharge can exit no more than 6 inches above, or
atany distance below the structural floor, and cannot contact any iive
electrical part.

Install replacement temperature and pressure protective equipment
required by local codes, but not less than a combination temperature
and pressure relief valve certified as meeting the requirements for
relef valves and automaic gas shutoff devices for hot water supply
systems, ANS| Z21.22 by a nationally recognized testing laboratory
that maintains periodic inspection of production of listed equipment or
materials.

6. Connect the electrical supply by a qualified electrician. The electrical
supply shall be permanent wiring, armored cable or conduit, per
national electrical code NFPA 70, with a minimum capacity of 1500
watts,

3

7. GROUNDING INSTRUCTIONS:

On 120 voltcircuits, use a UL approved 15 amp circuit breaker. On 240
Vo circuits, use a 15 amp approved circuit breaker per leg

he supply ground shall be con-
nected to the green wire located in the waler heater wiring compart-
ment. Do not place switch in the grounding circuit.

8. RESET INSTRUCTIONS: The heater is equipped with a high limit

switch which can be manually reset. If the limit switch activates,
proceed as follows:

Turn power off at main power panel or remote switch

Remove wiring access cover

Depress red button on high temperature limit switch

Replace cover and turn power on

Iftemperature limit switch reactivates, contacta Seaward Products
authorized service center.

WIRING DIAGRAM FOR 120V
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WIRING DIAGRAM FOR 240V
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